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TUNGSTEN METAL GG and HC 4000 
Description of Product 
W GG: Special grade with low oxygen content, mainly used for Cu-Ag/ W 
infiltration composites and mining/ drilling applications.  

W HC 4000: Standard grade of coarse metal powders for metallurgical 
applications and filler for compounds, e.g. radiation shielding. 

_________________________________________________________________________________ 

 

Physical Characteristics 

Apparent density (all GG and HC grades)  120 - 160 g/inch³ 

 

Sieve fractions       

W GG - 63  µm - 106 µm - 106 + 45   µm - 150 µm 

 - 230 mesh - 140 mesh - 140 + 325 mesh - 100 mesh 

W HC 4000 - 63  µm - 106 µm - 106 + 45   µm - 150 µm 

 

 

Oversize (all grades)       max. 10 % 
Undersize (-106 + 45 µm, -140 +325 mesh) max. 5 % 
 (HC 4000 / GG) 
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Chemical Characteristics  

(Mass fraction in % [cg/g]; ppm [µg/g]) 

 GG                              HC 4000 

  

W min.  99.9 %1) min.  99.9 %1) 

Al max.  30 ppm max.  30 ppm 

Ca max.  20 ppm max.  20 ppm 

Cu max.  10 ppm max.  10 ppm 

Mo max. 100 ppm max. 100 ppm 

Si max.  50 ppm max.  50 ppm 

Fe max. 200 ppm max. 200 ppm 

Ni max. 150 ppm max. 150 ppm 

Cr max. 100 ppm max. 100 ppm 

O max.  500 ppm max. 1500 ppm 
 
 

Packaging 50 kg in 18 l steel drums with PE-bags. 
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