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TANTALUM CARBIDE, NIOBIUM CARBIDE, 
TANTALUM/ NIOBIUM CARBIDE 
Description of Product 
All carbides of these compounds are mainly used as additives to produce 
hardmetals, cermets and alloys.  

_________________________________________________________________________________ 

Chemical Characteristics
(Mass fraction in % [cg/g]; ppm [µg/g]) 

Ta 
(in %) 

Nb 
(in %) 

Ctotal

(in %) 
N 

TaC 6.00 - 6.30 max. 300   ppm 

TaNbC 90/10 82.5 - 85.5 7.5 - 10.5 6.55 - 6.85 max. 500   ppm 

TaNbC 80/20 70.5 - 73.5 18.5 - 21.5 7.25 - 7.55 max. 500   ppm 

TaNbC 75/25 68.5 - 71.5 20.5 - 23.5 7.35 - 7.65 max. 500   ppm 

TaNbC 70/30 64.5 - 67.5 25.5 - 28.5 7.55 - 7.85 max. 500   ppm 

TaNbC 67/33 60.5 - 63.5 28.5 - 31.5 7.75 - 8.05 max. 800   ppm 

TaNbC 60/40 55.5 - 58.5 32.5 - 35.5 8.05 - 8.35 max. 500   ppm 

TaNbC 50/50 45.5 - 48.5 42.5 - 45.5 8.60 - 8.90 max. 800   ppm 

NbC 11.00 - 11.40 max. 1000 ppm 

TaNbC 

1 µm 
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All grades 

Fisher number           0.7 - 1.3 µm 

Cfree max. 0.15 % 

O max. 0.35 % 

Al max. 100    ppm 

Ca max. 100    ppm 

W max.    500    ppm 

Fe max.    500    ppm 

Ti max. 100    ppm 

S max. 30      ppm 

Si max. 100    ppm 

Packaging 50 kg in 30 l steel drums with PE-bags. 

TaNbC 

1 µm 


